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OPEN HOOD
 OF VEHICLE
USING ROD

TO KEEP HOOD
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THEN REPEAT 
SLIDES 4 - 5
ON RHS HOOD
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On the hood remove the top bolt
and leave the bottom bolt in place

Fit the Lift-O-Mat to the hood first on both 
sides with the piston rod facing down.
Then lift the hood slightly and remove the 
Rod and fold away.
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Fit the Ball Socket onto 
the Fender Bracket 

TORQUE-N.m 25N.m ± 2N.m1
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Ballstud on LHS
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Ballstud on RHS

  

Fit the Ball Socket onto the  
Fender Bracket for LHS as per 
slide 8

A
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Remove both 
bolts 

 LEFT HAND SIDE 
 FENDER

Remove both 
bolts 

Ball stud must 
face away from 
the engine.  

The LHS is determined when 

Driver is sitting in the Vehicle

A

Bracket slides on to the remaining bolt.  
Replace the top bolt that was removed.  
Ensure Ball Stud on bracket is facing into 
the engine. 

 FRONT OF VEHICLE 

 FRONT OF VEHICLE 

 RIGHT HAND  
 SIDE FENDER

 LHS 

 RHS 

Fit the Bottom 
Bracket.  

Replace both 
bolts to secure.
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Fit the Bottom 
Bracket.  

Replace both 
bolts to secure.

Ball stud must 
face away from 
the engine.  
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Ball stud must 
face away from 
the engine.  

Ball stud must 
face away from 
the engine.  

  


